DRYWALL

TEKO

TEKO drywall of Hiep Vinh Phu Joint Stock Company has
high aesthetic, durable over time and is suitable for
most civil buildings, offices, entertainment and
commercial areas... Applied for interior ceilings with
with features of heat resistani, moisture-proof,
noise-proof and fireproof with highly effective.

Materials are supplied by leading steel corporations in
the market with zinc/aluminum alloy or color coated
products, complying with quality: AS 13797, JIS 63302,
JIS 63321, ASTM A792M, TCVN 7470.

GIAI PHAP TRAN, VACH NGAN BEN & DEP

Khung véch ngén TEKO ca Cong ty ¢ phan Hiép Vinh Ph <6 tinh tham my cao, bén bi
véi thoi gian va phi hop cho hau hét cdc cong trinh nha dan dung, viin phong, khu vuc
gidi fri, thuong mai... Ung dung cho tran noi that vdi cdc tinh ndng chéng nong, chong
dm, chéng on, chéng chdy hiéu qua cao.

Nguyén liéu duoc cung cdp béi cdc tap doan thép hang dau trén thi truang véi san
phdm ma hop kim nhom hodc ma mav, tuan tho theo chdt lugng: AS 13797, JIS
G3302, JIS G3321, ASTM A792M, TCVN 7470.
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(AU TAO & THONG SO KY THUAT/COMPOSITION & SPECIFICATION CAU TAO HE VACH, PERSPECTIVE

CHIEU DAY/ Length (mm)
LOAI THANH/ TYPE DO DAY/ Thickness (mm)
Thanh dung TEKO C51/TEKO (57 bar
- 2800 (+3/4)
0.40.02
- Loosis0r
Thanh dung TEKO C63/TEKO (63 bar
- | 2800 (+3/-6)
K & 0.40.02
- A< 3207
Thanh dang TEKO (75/TEKO (75 bar
7 " 2800 (+3/-6)
5 2l = 042002
By L 7507 J TEKO C
Thanh ngang TEKO U52,/TEKO U5 bar " Timlgp cichsin 0
g gs ~ 2800 (+10,4) Ensure o leave a gap of 10mm between the board & the floor
= 2 0.4 £ 0.02
b JL 52(+1/49) ‘
— PHU KIEN/Accessories
Thanh ngang TEKO U64/TEKO U64 bar
g =f 2800 (+10/6) Vis & Binh thép/Screw&nail -~ Tac ké thép/ Suspension bolt
= Bl 0.4+0.02
L 64 (+1/9) J
Thanh ngang TEKO U76/TEKO U76 bar ‘,,a%., ! tL
o =)
e =f 2800 (+10/-6)
= S 0.4+ 0,02

DIEM CO BAN KHI THI CONG DE DAM BAO CHAT LUGNG CONG TRINH,/ RECOMMENDATIONS

A
(1A
_200mm  200mm |~ = X
Do chiv luc coa hé vach kém,  Lién ket gﬂﬂ’a tiim va khung yéu
giam do ben he thong khong tham my
b\k’\“ . B 300 mm J Poor bearing capacity of walls,  The connection between boards and frames
\b\“ }“ thus lower durability is weak and unaesthefic
D
- J J < 10 mm
Khodng cach giva 2 thanh ding la Khodng cdich bit V‘!,b‘éf‘ tdm la 200mm Tdm phai dugc ldp so le,
610mm hoic 406mm phia trong tdm la 300mm Khang tring mi ~
The distance between the two The distance fo diive sarews is Boards should be staggered o
verticalbarsisé 10mm or 406mm 200mm at board edges and 300mm 10 coincidence Khe xi ly va dé gay nit vach
inside boards Difficult to handle and easy to cause drywall cracks
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