CONCEALED CEILING GRID
ProMETAL U3050 ULTRA

ProMETAL U3050 ULTRA concealed ceiling grid of Hiep
Vinh Phu Joint Stock Company has high aesthefic,
durable over time and is suitable for most civil
buildings, offices, enferiainment and commercial
areas... Applied for interior ceilings with with features of
heat resistani, moisture-proof, noise-proof and fireproof
with highly effective.

Materials are supplied by leading steel corporations in
the market with zinc/aluminum alloy or color coated
products, complying with quality: AS 13797, JIS 63302,
JIS 63321, ASTM A792M, TCVN 7470.

GIAI PHAP TRAN, VACH NGAN BEN & DEP

Khung tran chim ProMETAL U3050 ULTRA cia Cong ty co phan Hiép Vinh Phi c6 finh
thim my cao, bén bi véi thei gian va phu hop cho haw hét cdc cong trinh nha dan dung,
viin phong, khu vuc gidi tri, thuong mai... Ung dung cho tran noi that véi cdc tinh niing
chéng nong, chdng dm, chéng on, chéng chdy hiéu qua cao.

Nguyén ligu duoc cung cdp béi cdc tap doan thép hang déu trén thi truong véi san

phdm ma hop kim nhom hoiic ma mav, tuan thi theo chit luong: AS 13797, JIS
63302, JIS G3321, ASTM A792M, TCVN 7470.

www.prometal.com.vn



CAU TAO HE TRAN// PERSPECTIVE NG DUNG,/APPLICATIONS

Thanh vién futing ProMETAL V4000-32

Wall angles ProMETAL V4000-32
CHONG NONG

Thanh phu ProMETAL U4000-40 R
(ross rail ProMETAL U4000-40

Thanh chinh ProMETAL U3050 ULTRA
Main rail ProMETAL U3050 ULTRA

~ Tim thach cao / Tém Fiber Cement
Plasterboard/ Fiber cement board
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ol TAO & THONG 50 KY TH UAT/ COMPOSITION & SPECIFICATION
CHIEU DAI/ Length (mm)

LOAI THANH/ TYPE B0 DAY/ Thickness (mm)

Thanh chinh ProMETAL U3050 ULTRA/ Main rail ProMETAL U3050 ULTRA
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Thanh phy ProMETAL U4000-40/¢ il ProMETAL U4000-40 p )
P /Gos i Pro _ PHU KIEN/Accessories
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Long dén/Washer
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Thanh vién tuong ProMETAL VA000-32/ Wall angles ProMFTAL V4000-32
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BIEM CO BAN KHI THI CONG DE DAM BAO CHAT LUONG CONG TRINH,/ RECOMMENDATIONS

150mm | 150 mm
°
240 mm :
- 10 mm X)
Khodng cdch bat vit bién tdm la 150mm Taim phai dugc lap so le, Lién két giva tdm va khung yéu e
phia trong tam la 240mm khong trung mi khong thdm my Kho xu ly va dé gay nut trén
Boards should be staggered no coincidence The connection betweeb boards and frames is Difficult to handle and easy fo
weak and unaesthetic cause ceiling cracks

The distance fo drive screws is 150mm at board
edges and 240mm inside boards
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Nha xuéng A3, KCN Tan Kim, Huyén Can Givc, Long An /Factory A3, Tan Kim Industrial Zone, Can Givoc Dist, Long An Province
0272. 3738 950 Tran thach cao ProMETAL

(=) sales@prometal.comvn  Hotline| (= 0911 674 779

GIAI PHAP TRAN, VACH NGAN BEN & BEP




